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Indoor Wireless for 
Home and Office



Indoor 2.4 GHz Wireless Routers

RB941-2ND-TC
(HaP Lite)

RB951UI-2nD 
(HaP) RB951Ui-2HnD RB951G-2HnD RBcAP2n

CPU
QCA9531 

650MHz CPU
QCA9531

650MHz CPU
Atheros AR9344 

600MHz CPU
Atheros AR9344 

600MHz CPU
Atheros AR9331

400MHz

Memory 32MB DDR RAM
64MB DDR SDRAM 

onboard
128MB DDR2 

onboard

128MB DDR2 
onboard 
memory 64MB DDR RAM

Storage Onboard Nand Onboard Nand Onboard Nand Onboard Nand Onboard Nand

Interfaces

4x 10/100 
Mbit/s Ethernet                 

Onboard dual 
chain 2.4GHz 
802.11b/g/n 

QCA9531 
wireless module

(5)  10/100 
Ethernet ports                               

2,4Ghz 
802.11b/g/n 
wireless AP    

17dBm
Passive PoE

Output Port #5
(1) USB 2.0 type A 

for 3G modem

(5) 10/100 Mbit 
Ethernet ports                   

PoE output 
function for port 

#5 max load 
500mA                                           

2.4GHz 1000mW 
802.11b/g/n 

wireless                                                       
(1) USB 2.0 type 

A

(5) 10/100/1000 
Mbit Gigabit 

Ethernet ports                                                            
PoE output 

function for port 
#5 max load 

500mA                                           
2.4GHz 1000mW 

802.11b/g/n 
wireless                                                       

(1) USB 2.0 type 
A

(1)10/100 Mbit/s 
Fast Ethernet 

port                     
Wireless Built-in 

2.4 GHz 
802.11b/g/n, 

one chain

Power Options

Packaged with 
5V DC 0.7A USB 
power adapter                                                

Passive PoE in: 8-
30V DC on 
Ether1(Non 

802.3af). Jack: 8-
30V DC. 24V/0,8A 

adapter

Passive PoE in: 8-
30V DC on 

Ether1 (Non 
802.3af). Jack: 8-

30V DC

Passive PoE in: 8-
30V DC on 

Ether1 (Non 
802.3af). Jack: 8-

30V DC

Passive PoE
input 12-56V 
and 802.3af 

when using a 
crossover cable

Dimension 113x89x28mm 113x89x28mm 113x138x29mm 113x138x29mm
⌀ 185mm, 

height: 31mm

Max Power 
Consumption 3W at 5V 3W 7W 7W 2W

Operating 
System

MikroTik
RouterOS Level 

4 License

MikroTik 
RouterOS, Level4 

license

MikroTik
RouterOS, Level4 

license

MikroTik
RouterOS, Level4 

license

MikroTik 
RouterOS, Level4 

license           
MikroTik 

CAPsMAN
(controlled AP 

system manager)

Includes

Plastic case, USB 
Power Supply, 

(2) onboard PIF 
antennas, max 

gain 1.5dBi

RouterBOARD in a 
plastic case, power 

adapter, 1x1 
MIMO with two 

onboard PIF 
antennas, max 

gain 1.5dBi

RouterBOARD in 
a plastic case, 

24V 0.8A power 
adapter, 2x2 

MIMO PIF 
antennas, max 

gain 2.5dBi

RouterBOARD in 
a plastic case, 
24V 1A power 
adapter, 2x2 

MIMO PIF 
antennas, max 

gain 2.5dBi

24V 0.38A 
power adapter, 

PoE injector, 
ceiling mount 
base, ceiling 

mount 
attachment

Options Not 
Included NA NA NA NA NA
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2.4 GHz Wireless Routers

RBmAPL-2nd
(mAp lite)

RBmAP2n
(mAP 2n)

RBWaP2nD
(WAP)

RB2011UiAS-2HnD-
IN

CPU

Qualcomm Atheros 
AR9533 
650MHz

Qualcomm Atheros 
AR9331      

400 MHz

Qualcomm QCA9533-
BL3A 

650MHz
Atheros AR9344 

600MHz

Memory 64MB DDR2 64MB DDR2 64MB DDR RAM 128MB DDR2 SDRAM

Storage 16Mb flash 16MB built in Onboard Nand

128MB Onboard NAND 
with multiple OS 
partition support

Interfaces

(1)10/100Mbit/s 
Ethernet 

2.4 GHz 802.11b/g/n, 
dual-chain

1,5dBi internal antena

(2) 10/100 Mbit/s 
Ethernet             

PoE Output 500mA on 
Port 2                        

2GHz 802.11b/g/n 
Wireless built in                  

(1) microUSB type AB  

(1) 10/100 Mbit/S 
Ethernet Port

Built-in 2.4 GHz 
802.11b/g/n, dual-

chain. 2dBi Ant Gain. 
Antenna beam width 

360°

(5) 10/100/1000 Mbit 
Gigabit Ethernet ports                                                                         

(5) 10/100 Mbit 
Ethernet ports                                         

PoE Output 500mA on 
Port 10                               

(1) SFP 1.25G cage (SFP 
module not included)                                                                   

Dual chain 2.4Ghz 
802.11bgn

wireless                                                                 
(1) RJ45 Serial Port                                         

(1) microUSB type AB 

Power Options

Passive PoE and
802.3af/at, 5V 1A PSU 

included

Passive PoE in 10-57V, 
24V 0.8A PSU included, 
supports powering from 

USB

11 V - 57 V (Passive PoE
and 802.3af/at with 
unshielded cable) 

Jack 8-28V DC; Passive 
PoE in: 8-28V DC on 

Ether1 (Non 802.3af).

Dimension 48x49x11mm 68x68x19mm 185 x 85 x 30 mm 230x90x25mm

Max Power 
Consumption 3,5W 2W 4W 11W

Operating System
MikroTik RouterOS, 

Level4 license   
MikroTik RouterOS, 

Level4 license   
MikroTik RouterOS, 

Level4 license   
MikroTik RouterOS

Level 5 License

Includes

mAP lite device, 5V 1A 
power adapter, built in 

magnet

mAP device, 24V 0.8A 
power adapter, 

microUSB type B to USB 
type A adapter.   1.3dBi 

Antena built in

Weatherproof housing, 
24V/0,38A power 

adapter,  PoE Injector, 
Wall Mount, Zip tie, 

Screw Kit

RB2011 in desktop 
case, 2x built in 4dBi 

swivel antenas, power 
supply, USB cable

Options Not Included NA NA NA

SFP modules: S-
85DLC05D, S-31DLC20D 

and S-35/53LC20D
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Indoor 2.4 i 5GHz 
Wireless Routers Dual-Band 

RB952Ui-5ac2nD
(hAP ac lite)

RB962UiGS-5HacT2HnT
(hAP ac)

Wireless Chip Model QCA-9887
5Ghz QCA-9880  

2,4Ghz QCA-9558

CPU QCA-9531 650MHz QCA-9558 720MHz

Memory 64MB DDR SDRAM onboard 128MB DDR SDRAM

Storage 16Mb Flash 16Mb Flash

Interfaces

(5)  10/100 Ethernet ports                              
dual chain  2,4Ghz 

802.11b/g/n wireless and 
single chain 5Ghz

802.11a/n/ac
Passive PoE Output Port #5

(1)USB 2.0 type A for 3G 
modem

(5)  100/1000 Ethernet ports   
(1) SFP Cage                           

triple chain 2,4Ghz 
802.11b/g/n wireless and 

triple chain 5Ghz 802.11a/n/ac
Passive PoE Output Port #5

(1)USB 2.0 type A for 3G 
modem

Power Options

Passive PoE in: 8-30V DC on 
Ether1(Non 802.3af). Jack: 8-

30V DC. 24V/1,2A adapter

Passive PoE in: 8-30V DC on 
Ether1(Non 802.3af). Jack: 8-

30V DC. 24V/1,2A adapter

Dimension 113x89x28mm 114 x 137 x 29mm

Max Power Consumption 7W 17W

Operating System
MikroTik RouterOS, Level4 

license
MikroTik RouterOS, Level4 

license

Includes

RouterBOARD in a plastic case, 
power adapter, 1x1 MIMO 

with two onboard PIF 
antennas, max 2,4Ghz gain 

1.5dBi, 5Ghz gain 2dBi

RouterBOARD in a plastic case, 
power adapter, internal omni
antenas, 2,4Ghz gain 2,5dBi, 

5Ghz gain 2dBi

Options Not Included NA
SFP Modules (S-RJ01, S-
85DLC05D, S-31DLC20D)
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Ethernet Routers



Wired Ethernet Routers
(5-Port)

5-Port Ethernet 
Routers

RB750r2                                                            
(hEX Lite)

RB750Gr2
(hEX)

RB750UPr2
(hEX PoE Lite)

RB750P-PB                                               
(PowerBox)

CPU QCA9531 850MHz QCA9556 720MHz QCA9531 650MHz

Atheros AR7241 1-
core 400MHz MIPS-

BE

Memory 64MB DDR SDRAM 64MB DDR SDRAM 64MB DDR SDRAM 64MB 200MHz DDR

Storage
64MB onboard 

NAND 64MB onboard NAND 64MB onboard NAND 128MB NAND

Interfaces

(5) 10/100 ethernet
ports (with switch 

chip)

(5) 10/100/1000 
Mbit/s Gigabit 

Ethernet ports (with 
switch chip)

(5) 10/100 Mbit/s Fast
Ethernet ports                   

Supports PoE output 
on ports 2-5. Max 

current 500mA per 
port                                                           

(1) USB 2.0 type A 
port

(5) 10/100 Mbit/s 
Fast Ethernet ports                   

Supports PoE output 
on ports 2-5. Max 
current out 1A per 

port.  Max total out is 
2A                                                          

(1) USB 2.0 type A 
port

Power Options

Passive PoE-In on 
Port1: 9-30V DC  

(non 802.3af) Power 
jack (5.5mm outside 

& 2mm inside 
diameter: 9.28V DC

Passive PoE-In on 
Port1: 9-30V DC  (non 
802.3af) Power jack 
(5.5mm outside & 

2mm inside diameter: 
9.28V DC

Passive PoE-In on 
Port1: 9-30V DC  (non 
802.3af) Power jack 
(5.5mm outside & 

2mm inside diameter: 
9.28V DC

Passive PoE-In on 
Port1: 5-30V DC  

(non 802.3af) Power 
jack (5.5mm outside 

& 2mm inside 
diameter: 9.28V DC

Dimension 113x89x28mm 113x89x28mm 113x89x28mm 125x178x48mm

Max Power 
Consumption 2W 4W 3W 3W at 24V

Operating 
System

MikroTik RouterOS
Level 4 license

MikroTik RouterOS
Level 4 license

MikroTik RouterOS
Level 4 license

MikroTik RouterOS
Level 4 license

Includes

RB750r2, plastic 
case, 12V 0.5A 
power adapter

RB750G, plastic case, 
12V 1A power 

adapter

RB750UP, plastic case,  
24V 2.5A power 

adapter

RB750P in Outdoor 
weatherproof plastic 

case,  24V 2.5A 
power adapter, 

passive poe adapter, 
DIN mount, IEC cord, 

Mounting kit

Options Not 
Included

Passive PoE injector 
RBPOE

Passive PoE injector 
RBPOE

Passive PoE injector 
RBPOE NA
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Single Core CPU Ethernet 
Routers

10 and 11-Port Routers

10/11-Port 
Ethernet 
Routers RB2011iL-IN RB2011iL-RM RB2011iLS-IN RB2011UiAS-IN RB2011UiAS-RM

CPU

Atheros AR9344 1-
core 600MHz 74K 

MIPS-BE

Atheros AR9344 1-
core 600MHz 74K 

MIPS-BE

Atheros AR9344 1-
core 600MHz 74K 

MIPS-BE

Atheros AR9344 1-
core 600MHz 74K 

MIPS-BE

Atheros AR9344 1-
core 600MHz 74K 

MIPS-BE

Memory 64MB DDR SDRAM 64MB DDR SDRAM 64MB DDR SDRAM
128MB DDR 

SDRAM
128MB DDR 

SDRAM

Storage
128MB onboard 

NAND
128MB onboard 

NAND
128MB onboard 

NAND
128MB onboard 

NAND
128MB onboard 

NAND

Interfaces

(5) 10/100/1000 
Mbit Gigabit 

Ethernet ports                                                                
(5) 10/100 Mbit 
Ethernet ports                                         

PoE Output 500mA 
on Port 10  

(5) 10/100/1000 
Mbit Gigabit 

Ethernet ports                                                                
(5) 10/100 Mbit 
Ethernet ports                                         

PoE Output 500mA 
on Port 10  

(5) 10/100/1000 
Mbit Gigabit 

Ethernet ports                                                                
(5) 10/100 Mbit 
Ethernet ports                                         

PoE Output 500mA 
on Port 10                                   

(1) SFP 1.25G cage 
(SFP module not 

included) 

(5) 10/100/1000 
Mbit Gigabit 

Ethernet ports                                                                
(5) 10/100 Mbit 
Ethernet ports                                         

PoE Output 500mA 
on Port 10                                   

(1) SFP 1.25G cage 
(SFP module not 

included)   (1) RJ45 
Serial Port                                                  

(1) microUSB type 
AB 

(5) 10/100/1000 
Mbit Gigabit 

Ethernet ports                                                                
(5) 10/100 Mbit 
Ethernet ports                                         

PoE Output 500mA 
on Port 10                                   

(1) SFP 1.25G cage 
(SFP module not 

included)   (1) RJ45 
Serial Port                                                  

(1) microUSB type 
AB 

Power Options

Jack 8-28V DC; 
Passive PoE in: 8-
28V DC on Ether1 

(Non 802.3af). 

Jack 8-28V DC; 
Passive PoE in: 8-
28V DC on Ether1 

(Non 802.3af). 

Jack 8-28V DC; 
Passive PoE in: 8-
28V DC on Ether1 

(Non 802.3af). 

Jack 8-28V DC; 
Passive PoE in: 8-
28V DC on Ether1 

(Non 802.3af). 

Jack 8-28V DC; 
Passive PoE in: 8-
28V DC on Ether1 

(Non 802.3af). 

Dimension 228 x 91 x 26 mm 444 x 94 x 44 mm 228 x 91 x 26 mm 228 x 91 x 26 mm 444 x 94 x 44 mm

Max Power 
Consumption 8W 8W 8W 15W 15W

Operating System
MikroTik RouterOS 

Level 4 license
MikroTik RouterOS 

Level 4 license
MikroTik RouterOS

Level 4 license
MikroTik RouterOS

Level 5 license
MikroTik RouterOS

Level 5 license

Includes

RB2011 in Desktop 
case, 24V 0.8A 
power adapter

RB2011 in 
Rackmount case, 
24V 0.8A power 

adapter

RB2011 in Desktop 
case, 24V 0.8A 
power adapter

RB2011 in Desktop 
case with LCD, 24V 

0.8A power adapter

RB2011 in 
Rackmount case 

with LCD, 24V 0.8A 
power adapter

Options Not 
Included

Wall Mount Kit 
RBWMK NA

SFP modules: S-
85DLC05D, S-

31DLC20D and S-
35/53LC20D                                                                

Wall Mount Kit 
RBWMK

SFP modules: S-
85DLC05D, S-

31DLC20D and S-
35/53LC20D                                                                

Wall Mount Kit 
RBWMK

SFP modules: S-
85DLC05D, S-

31DLC20D and S-
35/53LC20D                                                                
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Dual Core CPU Ethernet 
Routers

Dual Core Routers RB3011UiAS-RM RB1100AHx2

CPU
IPQ-8064

2-core 1,4GHz
PowerPC P2020 

(dual core 1066MHz per core)

Memory 1GB

SODIMM DDR Slot, 2GB installed 
(RouterOS will use only up to 

1.5GB)

Storage 128MB onboard NAND
Onboard NAND memory chip + 

MicroSD Card Slot

Interfaces

(10) 10/100/1000 Mbit Gigabit 
Ethernet ports                                                                                                         

PoE Output 500mA on Port 10                                                         
(1) SFP 1.25G cage (SFP module 

not included)                     
(1) RJ45 Serial Port                                                                 
(1)USB 3.0 type A 

(13) 10/100/1000 Mbit/s Gigabit 
Ethernet                 

(1) SD Card Slot                                                          
(1) DB9 RS232C serial port

Power Options

Jack 10-30V DC; Passive PoE in: 
10-30V DC on Ether1 (Non 

802.3af). 

Built-in power supply (IEC C14 
standard connector 220V), 

Passive PoE-In (12-24V on port 
13)

Dimension 444 x 92 x 44 mm 44 x 176 x 442 mm

Max Power Consumption 10W 20W

Operating System
MikroTik RouterOS Level 5 

license
MikroTik RouterOS Level 6 

license

Includes
RB3011 in Rackmount case with 

LCD, 24V 1.2A power adapter
1U aluminium rackmount case, 
power supply and power plug

Options Not Included
SFP modules: S-85DLC05D, S-
31DLC20D and S-35/53LC20D                                                                NA

10



9-Core CPU Ethernet Routers
9 and 10 Port Ethernet Routers

9-Port Ethernet Routers CCR1009-8G-1S-PC CCR1009-8G-1S-1S+ CCR1009-8G-1S-1S+PC

CPU
TLR4-00980CG

(9-cores, 1Ghz per core)
Tilera TILE-Gx8009 CPU 

(9-cores, 1.2Ghz per core)
Tilera TILE-Gx8009 CPU 

(9-cores, 1.2Ghz per core)

Memory 1GB DDR3 800 GHz 2GB DDR3 800 MHz 2GB DDR3 800 MHz

Storage 128MB Onboard NAND 128MB Onboard NAND 128MB Onboard NAND

Interfaces

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet                    

(Ports 1-4 can be configured 
for Switch mode)                               

(1) SFP 1.25G cage  (SFP 
module not included)                                                                             

(1) microUSB port                                                                    
(1)  DB9 RS232C serial port

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet                    

(Ports 1-4 can be configured 
for Switch mode)                               

(1) SFP 1.25G cage (SFP 
module not included)                                                                                

(1) SFP+  10G cage (SFP 
module not included)                                                                         

(1) microUSB port                                                                       
(1) SmartCard slot                                                               
(1) MicroSD Slot                                                                         

(1)  DB9 RS232C serial port

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet                    

(Ports 1-4 can be configured 
for Switch mode)                               

(1) SFP 1.25G cage (SFP 
module not included)                                                                                

(1) SFP+  10G cage (SFP 
module not included)                                                                         

(1) microUSB port                                                                       
(1) SmartCard slot                                                               
(1) MicroSD Slot                                                                         

(1)  DB9 RS232C serial port

Power Options

1x IEC C14 power jack AC 
220V or                                     

PoE in 12-58V, 802.3af/at 
compliant

2x IEC C14 power jacks AC 
220V or                                     

PoE in 12-58V, 802.3af/at 
compliant

External  24v 2.5A AC/DC 
adapter included, supports

power redundancy if you use 
Passive PoE input 18-58V

Dimension 444x175x47mm 444x175x47mm 272x190x47mm

Max Power Consumption 34W (with loaded SFP) 35W (with loaded SFP) 30W (with loaded SFP)

Operating System
MikroTik RouterOS Level 6 

license
MikroTik RouterOS Level 6 

license
MikroTik RouterOS Level 6 

license

Includes

Equipped with two heat-
pipes and a specially 

designed heat-sink, so its 
completely silent.   Desktop 
enclosure, but rackmount 

brackets are also included, so 
it can be used either on desk 

or in rack.

Router in a 1U case with LCD, 
2x IEC power

cables, USB cable, rackmount
ears

Equipped with two heat-
pipes and a specially 

designed heat-sink, so its 
completely silent.   Desktop 
enclosure, but rackmount 

brackets are also included, so 
it can be used either on desk 

or in rack.

Options Not Included

1.25G Modules S-85DLC05D, 
S-31DLC20D                 SFP 

Copper Module S-RJ01

1.25G Modules S-85DLC05D, 
S-31DLC20D,                     SFP 

Copper Module S-RJ01                                             
10G modules S+85DLC03D, 
S+31DLC10D              SFP+ 

direct attach cables  
S+DA0001, S+DA0003

1.25G Modules S-85DLC05D, 
S-31DLC20D,                     SFP 

Copper Module S-RJ01                                             
10G modules S+85DLC03D, 
S+31DLC10D              SFP+ 

direct attach cables  
S+DA0001, S+DA0003
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16-Core CPU Ethernet Routers
12 and 13 Port Ethernet + SFP Slots

12/13-Port Routers CCR1016-12G CCR1016-12S-1S+

CPU
Tilera Tile-Gx16 CPU 

(16-cores, 1.2Ghz per core)
Tilera Tile-Gx16 CPU 

(16-cores, 1.2Ghz per core)

Memory

Two SODIMM DDR slots, (2GB) 2x 
1GB installed (no hw or software 

max limit) 2GB built-in RAM

Storage 512MB Onboard NAND
128MB Onboard NAND + Micro 

SD Card Slot

Interfaces

(12) 10/100/1000 Mbit/s Gigabit 
Ethernet                     

(1) microUSB port, host and 
device mode                                    

(1) DB9 RS232C serial port

(12) SFP cages for 1.25 Gigabit 
connectivity                

(1) SFP+ cages for 10 Gigabit 
connectivity                   

(1) microUSB port                                                                   
(1) SD Card slot                                                                             

(1)  DB9 RS232C serial port

Power Options
IEC C14 standard connector 220V

Intrenal PSU included. 

2x IEC C14 standard PSU units 
built in, 220V (redundant power 

supply)

Dimension 355x145x55mm 355x145x55mm

Max Power Consumption 48W 48W

Operating System MikroTik RouterOS Level 6 license MikroTik RouterOS Level 6 license

Includes
Router in a 1U case with LCD, 
PSU, power cable, usb cable

Router in a 1U case with LCD, 2x 
IEC power cables, (1) RJ45 SFP 
copper module, rackmount ears,   

(SFP Optical Modules not 
included)

Options Not Included NA

1.25G Modules S-85DLC05D, S-
31DLC20D,  SFP Copper Module S-

RJ01                                            
10G modules S+85DLC03D, 

S+31DLC10D    SFP+ direct attach 
cables  S+DA0001, S+DA0003

12



36-Core CPU Ethernet Routers
10 and 16 Port Ethernet + SFP 

Slots

10 & 16-Port 
Ethernet Routers CCR1036-8G-2S+ CCR1036-8G-2S+EM CCR1036-12G-4S

CCR1036-12G-4S-
EM

CPU

Tilera Tile-Gx36 CPU 
(36-cores, 1.2Ghz per 

core)

Tilera Tile-Gx36 CPU
(36-cores, 1.2Ghz per 

core)

Tilera Tile-Gx36 CPU
(36-cores, 1.2Ghz per 

core)

Tilera Tile-Gx36 CPU 
(36-cores, 1.2Ghz per 

core)

Memory

Two SODIMM DDR3 
slots, 4GB (2x2GB) 

installed (no hardware 
or software max limit)

Two SODIMM DDR3 
slots, 16GB (2x8GB) 

installed (no hardware 
or software max limit)

Two SODIMM DDR3 
slots, 4GB (2x 2GB 

DDR3) modules 
installed (no hw or 
software max limit)

Two SODIMM DDR3 
slots, 16GB (2x 8GB 

DDR3) modules 
installed (no hw or 
software max limit)

Storage 1GB Onboard NAND 1GB Onboard NAND 1GB Onboard NAND 1GB Onboard NAND

Interfaces

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet                  

(2) 10G SFP+ cages 
(SFP+ modules not 

included)                                                                                
(1) microUSB port, host 

and device mode                       
(1) DB9 RS232C serial 

port

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet                  

(2) 10G SFP+ cages 
(SFP+ modules not 

included)                                                                                
(1) microUSB port, host 

and device mode                       
(1) DB9 RS232C serial 

port

(12) 10/100/1000 
Mbit/s Gigabit Ethernet                

(4) 1.25G SFP cages 
(Mini-GBIC; SFP module 

not included)                                                                                
(1) microUSB port, host 

and device mode                       
(1) DB9 RS232C serial 

port

(12) 10/100/1000 
Mbit/s Gigabit Ethernet                

(4) 1.25G SFP cages 
(Mini-GBIC; SFP module 

not included)                                                                                
(1) microUSB port, host 

and device mode                       
(1) DB9 RS232C serial 

port

Power Options

IEC C14 standard 
connector 220V (PSU 

included)

IEC C14 standard 
connector 220V (PSU 

included)

IEC C14 standard 
connector 220V (PSU 

included)

IEC C14 standard 
connector 220V (PSU 

included)

Dimension 355x145mmx55mm 355x145mmx55mm 355x145mmx55mm 355x145mmx55mm

Max Power 
Consumption 60W 60W 60W 60W

Operating System
MikroTik RouterOS 

Level 6 license
MikroTik RouterOS 

Level 6 license
MikroTik RouterOS

Level 6 license
MikroTik RouterOS 

Level 6 license

Includes

Router in a 1U case 
with LCD, PSU, power 

cable, usb cable

Router in a 1U case 
with LCD, PSU, power 

cable, usb cable

Router in a 1U case 
with LCD, PSU, power 

cable, usb cable

Router in a 1U case 
with LCD, PSU, power 

cable, usb cable

Options Not Included

10G modules 
S+85DLC03D, 
S+31DLC10D             

SFP+ direct attach 
cables  S+DA0001, 

S+DA0003

10G modules 
S+85DLC03D, 

S+31DLC10D        SFP+ 
direct attach cables  

S+DA0001, S+DA0003

1.25G Modules S-
85DLC05D, S-31DLC20D                 
SFP Copper Module S-

RJ01

1.25G Modules S-
85DLC05D, S-31DLC20D                 
SFP Copper Module S-

RJ01
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72-Core CPU Ethernet Router
over 120 million pps packet 

throughput. 
Up to 80 Gbps throughput

10 & 16-Port Ethernet Routers CCR1072-1G-8S+

CPU
Tilera Tile-Gx72 CPU 

(72-cores, 1Ghz per core)

Memory 16GB ECC RAM

Storage
128MB Onboard NAND + two built-in M.2 

slots, microSD and 2x USB for adding storage

Interfaces

(1) 10/100/1000 Mbit/s Gigabit Ethernet                  
(8) 10G SFP+ cages (SFP+ modules not 

included)               
1x microUSB 2.0, 1x regular USB 2.0, full size 
Smart Card slot, microSD slot, 2x M.2 slots 

with x4 PCIE 2.0, Key-M, module size 
support: 2242,2260,2280

(1) RJ45 serial port

Power Options
IEC C14 standard connector 220V (PSU 

included)

Dimension 443x315mmx40mm

Max Power Consumption 100W

Operating System MikroTik RouterOS Level 6 license

Includes
Router in a 1U case with LCD, PSU, power 

cable, usb cable

Options Not Included

10G modules S+85DLC03D, S+31DLC10D          
SFP+ direct attach cables  S+DA0001, 

S+DA0003
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Switches



SOHO Switches
5-Port Ethernet + 1 SFP Slot

5-Port Switches RB260GS RB260GSP

CPU Taifatech TF470 RISC Taifatech TF470 RISC

Memory Embedded 96K SRAM Embedded 96K SRAM

Storage 128MB Onboard NAND 128MB Onboard NAND

Interfaces

(5) 10/100/1000 Ethernet ports,  
Atheros switch AR8327                                   

(1) 1.25 Gigabit SFP cage (Mini-
GBIC; SFP module not included)

(5) 10/100/1000 Ethernet ports,  
Atheros switch AR8327  Ports 2-5 
support Passive PoE Output Max 

current 1A per port                                       
(1) 1.25 Gigabit SFP cage (Mini-
GBIC; SFP module not included)

Power Options

Passive PoE in: 8-30V DC on 
Ether1 (Non 802.3af).                                

Jack: 8-30V DC

Passive PoE in: 8-30V DC on 
Ether1 (Non 802.3af).                               

Jack: 8-30V DC

Dimension 113x139x28mm 113x139x28mm

Max Power Consumption 6W 6W

Operating System Web Managed MikroTik SwOS Web Managed MikroTik SwOS

Includes Switch, 12V 1A Power Adapter Switch,  24V 2,5A Power Adapter

Options Not Included
SFP modules: S-85DLC05D, S-
31DLC20D and S-35/53LC20D

SFP modules: S-85DLC05D, S-
31DLC20D and S-35/53LC20D
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Wireless AP/Router/Layer3 Switch
9 and 25 Ports

9/25 Port Wireless AP + 
Router + Layer3 Switch CRS109-8G-1S-2HnD-IN CRS125-24G-1S-2HnD-IN

CPU
Qualcomm Atheros AR9344 

600MHz
Qualcomm Atheros AR9344 

600 MHz

Memory 128MB 128MB

Storage
128MB Onboard NAND with 
multiple OS partition support

128MB Onboard NAND with 
multiple OS partition support

Interfaces

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet Ports                           

(1) 1.25G Ethernet SFP cage 
(Mini-GBIC; SFP module not 

included)   Integrated 
802.11b/g/n Wireless AP 

1000mW 30dBM  (2 chains) 
(1) microUSB type AB            

(1) RJ45 serial port

(24) 10/100/1000 Mbit/s 
Gigabit Ethernet Ports                                                     

(1) 1.25G Ethernet SFP cage 
(Mini-GBIC; SFP module not 

included)   
Integrated 802.11b/g/n 

Wireless AP 1000mW 30dBM  
(2 chains)                  

(1) microUSB port                           
(1) One RJ45 serial port

Power Options

8-57V, 24V 0.8A PSU included, 
PoE in: 10-57V on Ether1 

(802.3af/at or passive PoE)

8-28V DC, 24V 1.2A PSU 
included       

Passive PoE in: 8-30V DC on 
Ether1 (Non 802.3af).                                           

Dimension 200x145x45mm 285x145x45mm

Max Power Consumption 13W 19W

Operating System
MikroTik RouterOS Level 5 

License
MikroTik RouterOS Level 5 

License

Includes

Desktop Case with LCD, 24V 
0.8A power adapter,  (2) built 

in 4dbi antenas, microUSB
type B to USB type A adapter

Desktop Case, 24V 1.2A power 
adapter, (2) built in 4dbi 
antenas, USB OTG cable

Options Not Included

SFP modules: S-85DLC05D, S-
31DLC20D and S-3553LC20D, 

S-RJ01   SFP direct attach 
cables S+DA0001, S+DA0003

SFP modules: S-85DLC05D, S-
31DLC20D and S-3553LC20D, 

S-RJ01   SFP direct attach 
cables S+DA0001, S+DA0003

17



Wired 8-10 Port Routers/Layer 3 
Switches

Router + Layer 3 Switch CRS210-8G-2S+IN CRS212-1G-10S-1S+IN CRS112-8G-4S-IN

CPU
Qualcomm Atheros 8519 

400MHz
Qualcomm Atheros 8519 

400MHz
QCA8511
400MHz

Memory DDR2 64MB DDR2 64MB

Storage

128MB Onboard NAND 
with multiple OS partition 

support

128MB Onboard NAND 
with multiple OS partition 

support

128MB Onboard NAND 
with multiple OS partition 

support

Interfaces

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet Ports                                          
(2) 2x 10G SFP+ cage 

(Mini-GBIC; SFP+ modules 
not included) first port 

supports 1.25G/10G 
modules, second port 

only 10G modules                            
(1) RJ45 serial port

(1) 10/100/1000 Mbit/s 
Gigabit Ethernet Port                                              

(1) 10G SFP+ cage                                       
(10) SFP cages (Mini-GBIC; 

SFP+ module not 
included)                             

(1) RJ45 serial port

(8) 10/100/1000 Mbit/s 
Gigabit Ethernet Ports                                                     
(4) 1.25G Ethernet SFP 
cage (Mini-GBIC; SFP 
module not included)            

(1) One RJ45 serial port

Power Options

10-57V, 24V 0.8A PSU 
included, PoE in: 10-57V 
on Ether1 (802.3af/at or 

passive PoE)
8-30V, 24V 1.2A PSU 

included

8-28V DC, 24V 0.8A PSU 
included                       

Passive PoE in: 8-30V DC 
on Ether1 (Non 802.3af).                                           

Dimension 200x144x47mm 200x144x47mm 200x143x44

Max Power Consumption 13W 20W 13,5W

Operating System
MikroTik RouterOS Level 

5 License
MikroTik RouterOS Level 

5 License
MikroTik RouterOS Level 

5 License

Includes
CRS switch, power 

adapter, rackmount ears
CRS switch, power 

adapter, rackmount ears
Desktop Case, 24V 0.8A 

power adapter,

Options Not Included

SFP modules: S-
85DLC05D, S-31DLC20D, 

S+85DLC03D, 
S+31DLC10D,   and, S-

RJ01   SFP direct attach 
cables S+DA0001, 

S+DA0003

SFP modules: S-
85DLC05D, S-31DLC20D, 

S+85DLC03D, 
S+31DLC10D,   and, S-

RJ01   SFP direct attach 
cables S+DA0001, 

S+DA0003

SFP modules: S-
85DLC05D, S-31DLC20D 

and S-3553LC20D, S-RJ01   
SFP direct attach cables 
S+DA0001, S+DA0003
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Wired 24-Port Routers/Layer 3 
Switches

Router + Layer 3 
Switch CRS125-24G-1S-IN CRS125-24G-1S-RM CRS226-24G-2S+IN CRS226-24G-2S+RM

CPU
Qualcomm Atheros 
AR9344 600 MHz

Qualcomm Atheros 
AR9344 600 MHz

Qualcomm Atheros 
QCA8519 
400 MHz

Qualcomm Atheros 
QCA8519 400 MHz

Memory 128MB 128MB 64MB 64MB

Storage

128MB Onboard 
NAND with multiple 
OS partition support

128MB Onboard 
NAND with multiple 
OS partition support

128MB Onboard 
NAND with multiple 
OS partition support

128MB Onboard 
NAND with multiple 
OS partition support

Interfaces

(24) 10/100/1000 
Mbit/s Gigabit 
Ethernet Ports                                                     

(1) 1.25G Ethernet 
SFP cage (Mini-GBIC; 

SFP module not 
included)            

(1) microUSB port                                    
(1) One RJ45 serial 

port

(24) 10/100/1000 
Mbit/s Gigabit 
Ethernet Ports                                                     

(1) 1.25G Ethernet 
SFP cage (Mini-GBIC; 

SFP module not 
included)           

(1) microUSB port                                    
(1) One RJ45 serial 

port

(24) 10/100/1000 
Mbit/s Gigabit 

Ethernet                                                       
(2) 10G Ethernet 
SFP+ cages (Mini-
GBIC; SFP module 

not included)                                       
First port supports 

1.25G/10G modules, 
second port only 

10G modules                                                       
(1) RJ45 Serial Port

(24) 10/100/1000 
Mbit/s Gigabit 

Ethernet                                                       
(2) 10G Ethernet 
SFP+ cages (Mini-
GBIC; SFP module 

not included)                                       
First port supports 

1.25G/10G modules, 
second port only 

10G modules                                                       
(1) RJ45 Serial Port

Power Options

8-28V DC, 24V 0.8A 
PSU included        

Passive PoE in: 8-
30V DC on Ether1 

(Non 802.3af).                                           

8-28V DC, 24V 0.8A 
PSU included        

Passive PoE in: 8-
30V DC on Ether1 

(Non 802.3af).                                           

8-28V, 24V 1.2A PSU 
included, Passive 
PoE in: 8-30V on 

Ether1

8-28V, 24V 1.2A PSU 
included, Passive 
PoE in: 8-30V on 

Ether1

Dimension 285x145x45mm 443x142x44mm 285x145x45mm 443x145x45mm

Max Power 
Consumption 15W 15W 21W 21W

Operating System
MikroTik RouterOS

Level 5 License
MikroTik RouterOS

Level 5 License
MikroTik RouterOS

Level 5 License
MikroTik RouterOS

Level 5 License

Includes

Desktop Case, 24V 
0.8A power adapter, 

USB OTG cable

1U Rackmount
enclosure,  24V 0.8A 
Power Adapter, USB 

OTG cable
Desktop CRS switch, 

power adapter

1U Rackmount CRS 
switch, 24V 1.2A 
power adapter

Options Not 
Included

SFP modules: S-
85DLC05D, S-

31DLC20D and S-
3553LC20D, S-RJ01   

SFP direct attach 
cables S+DA0001, 

S+DA0003

SFP modules: S-
85DLC05D, S-

31DLC20D and S-
3553LC20D, S-RJ01   

SFP direct attach 
cables S+DA0001, 

S+DA0003

SFP modules: S-
85DLC05D, S-

31DLC20D, 
S+85DLC03D, 

S+31DLC10D,   and, 
S-RJ01   SFP direct 

attach cables 
S+DA0001, 
S+DA0003

SFP modules: S-
85DLC05D, S-

31DLC20D, 
S+85DLC03D, 

S+31DLC10D,   and, 
S-RJ01   SFP direct 

attach cables 
S+DA0001, 
S+DA0003
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Outdoor Wireless 
Systems



Wireless 2 GHz Radio with 
Omni Antenna

H-360° V-9°

Basestation with omni antena 2Ghz RBMetal2SHPn

Frequency 2GHz 802.11b/g/n wireless, 1x1 MIMO

Maximum TX Power 32 dBm 1600mW

Antenna Connector Type N-male connector,  6dBi omni antenna (included)

Polarization Dual Linear (V-pol, H-pol)

Beamwidth H-Plane, typ. 360°,  E-Plane, typ. 9°

Wireless Modes AP/Wireless Client/Bridge

CPU Atheros AR7241 400MHz

Memory 64MB DDR SDRAM onboard

Network Interface (1) 10/100 Mbit/s RJ45 Ethernet port

Power Required
Passive 8-30V PoE only. 16KV ESD protection on 

RF port

Dimension 177x44x44mm

Max Power Consumption 11.5W

Operating System MikroTik RouterOS, Level4 license

Includes

Metal SHPn unit in industrial metal case, 
mounting loops, PoE injector, 24V power 

adapter, 6dBi omni antenna, Angled N connector

Antena Compatibility
Attach it to an antenna with n-female connector 

directly, or use a standard antenna cable

Use
As an AP, to make wireless point-to-point links or 

as a CPE
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Wireless 2,4GHz Radio without 
Antenna

Basestation 2Ghz
RB912UAG-2HPnD-OUT 

(BaseBox 2)

Frequency 2,4GHz 802.11b/g/n

Max TX Power 30 dBm

Antena Connector Type
(2) Chains RP-SMA Female Connectors 

(outside thread) to connect external antena

Wireless Modes AP/Wireless Client/Bridge

CPU Atheros AR9342 600MHz

Memory 64MB DDR onboard memory

Network Interface

(1) 1000Mbit Gigabit RJ45 port                  
(1) miniPCIe slot for adding a 802.11 wireless 
card or 3G (using 3G disables the USB port),                                                

(1) USB 2.0 port                                            
(2) RP-SMA connectors

Power Required
PoE: 8-30V DC on Ether1 (Non 802.3af). 

Consumption: 14W at 24V

Dimension 246x135x50mm

Max Power Consumption 14W at 24v

Operating System MikroTik RouterOS, Level4 license

Includes

RB912 outdoor unit, 24V 0.8A Power Adapter, 
PoE injector, mounting loop, DIN rail mount, 

monting ring

Uses Radio for Basestation
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Outdoor 2Ghz CPE with 
Built-In Antenna

HV 60° HV 60° H-22° x V-22° Panel

Outdoor CPE with Antena
2Ghz

RBSXT2nDr2 
(SXT Lite2)

RBSXTG2HnD 
(SXT2)

RBQRTG-2SHPnD                                                      
(QRT 2)

Frequency

2GHz 802.11b/g/n  Onboard 
dual chain 10kV ESD 

protection on each RF port

2GHz 802.11b/g/n  Onboard 
dual chain 10kV ESD 

protection on each RF port 2GHz 802.11b/g/n (AR9582)

Gain 10 dBi 10 dBi 17 dBi

Output Power 27 dBm 32 dBm 1600mW 35 dBm

Polarization Dual polarized Dual polarized Dual, Vertical and horizontal

Beamwidth 60° in all polarizations 60° in all polarizations
H-Plane 22° E-Plane, typ 

22°

Wireless Modes Wireless Client or Bridge AP/Wireless Client/Bridge 309x320x50mm

CPU AR9344 600MHz AR7242 400MHz Atheros AR7242 400MHz

Memory 64MB DDR2
32MB DDR SDRAM onboard 

memory
64MB DDR onboard memory                                    
128MB NAND memory chip

Network Interface
(1) 10/100 Mbit Ethernet 

port                 

(1) 10/100/1000 Gigabit
Ethernet port      

(1)  USB 2.0 port
(1) 1000 Mbit RJ45 Gigabit 

port 

Power Required

PoE in: 8-30V DC. Packaged 
with 24V DC 0.8A PSU and 

passive PoE injector

PoE in: 8-30V DC. Packaged 
with 24V DC 0.8A PSU and 

passive PoE injector
Passive PoE in: 8-30V DC on 

Ether1 (Non 802.3af)

Dimension 140x140x56mm 140x140x56mm 309x320x50mm

Max Power Consumption 8W 7W 19W at 24V

Operating System
MikroTik RouterOS, Level3 

license
MikroTik RouterOS, Level4 

license
MikroTik RouterOS, Level4 

license

Includes

SXT wireless device with 
integrated antenna, pole 

mounting bracket, mounting 
ring, PoE

injector, 24V 0.8Apower 
adapter

SXT wireless device with 
integrated antenna, pole 

mounting bracket, mounting 
ring, PoE

injector, 24V 0.8Apower 
adapter

QRT wireless device, 
precision mounting bracket, 
U bolts, pole clamp, screw 

kit, 24V 1.2A power adapter, 
Gigabit PoE injector

Uses

used for point to point links 
or as a CPE for point to 
multipoint installations

used for point to point links 
or as a CPE for point to 
multipoint installations

Point to Point  
AP/CPE/Backbone

23



Outdoor 5GHz Wireless Radio 
without Antennas

Outdoor CPE 
without antena
5Ghz

RB911G-5HPacD-NB 
(NetBox 5) RBGroove52HPn RBGrooveA-52HPn RBMetal5SHPn

Frequency 5GHz  802.11ac

5 or 2GHz 
802.11a/b/g/n 

(software selectable) 

5 or 2GHz 
802.11a/b/g/n                

(software selectable) 
Built-in 5GHz 802.11a/n 

1x1 MIMO

Maximum TX Power 30 dBm 27 dBm 500mW 27 dBm 500mW 31 dBm   1300mW

Antenna Connector 
Type

(2) RP-SMA Female 
(outside thread) 

Connectors
built-in N-male 

connector
built-in N-male 

connector N-male connector 

Wireless Modes
AP/Wireless 
Client/Bridge Wireless Client or Bridge

AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge

CPU QCA9557 720MHz AR9342 600Mhz AR9342 600Mhz
Atheros AR7241 

400MHz

Memory 128MB DDR 64MB 64MB
64MB DDR SDRAM 

onboard

Network Interface
(1) 1000 Mbit RJ45 

Gigabit port 
(1) 10/100 Mbit/s RJ45 

Ethernet port
(1) 10/100 Mbit/s RJ45 

Ethernet port
(1) 10/100 Mbit/s RJ45 

Ethernet port

Power Required
Passive PoE in: 8-30V DC 
on Ether1 (Non 802.3af)

Passive 9-30V PoE only. 
16KV ESD protection on 

RF port

Passive 9-30V PoE only. 
16KV ESD protection on 

RF port

Passive 8-30V PoE only. 
16KV ESD protection on 

RF port

Dimension 246x135x50mm 177x44x44mm 177x44x44mm 177x44x44mm

Max Power 
Consumption 12W at 24V 0,19A at 24V (4.56W) 0,19A at 24V (4.56W) 11.5W

Operating System
MikroTik RouterOS, 

Level4 license
MikroTik RouterOS, 

Level3 license
MikroTik RouterOS, 

Level4 license
MikroTik RouterOS, 

Level4 license

Includes

Netbox outdoor unit, 
PoE injector, mounting 
loop, DIN rail mount, 

mounting ring, 24V 0.8A 
power adapter

Groove unit, mounting 
loops, PoE injector, 24V 

power adapter

Groove unit, mounting 
loops, PoE injector, 24V 
power adapter, 6dBi 
2.4/5Ghz Omni antenna

Metal-5SHPn, mounting 
loops, PoE injector, 24V 

0.8A power adapter, 
Angled N connector

Antena Compatibility
any 3rd party dual chain 

antena

Attach it to any 2or 5 
Ghz antenna with n-

female connector 
directly, or use a 

standard antenna cable

Omni Antena is included 
or Attach it to any 2 or 5 

Ghz antenna with n-
female connector 
directly, or use a 

standard antenna cable

Attach it to any 5 Ghz
antenna with n-female 
connector directly, or 

use a standard antenna 
cable

Use Access Point Basestation or PtP
Access Point, 

Basestation or PtP AP Basestation
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Outdoor 5 GHz CPE with 
Built-In Antenna

HV 25° HV 25° HV 28°

Outdoor CPE with 
Antena 5Ghz

RBSXT5nDr2 
(SXT Lite5)

RBSXT5HPnDr2 
(SXT 5)

RBSXTG-5HPacD 
(SXT 5 ac)

Frequency

5GHz 802.11a/n wireless 
module; Onboard dual 

chain, 10kV ESD 
protection on each RF 

port.

5GHz 802.11a/n wireless 
module; Onboard dual 

chain, 10kV ESD 
protection on each RF 

port.

5GHz 802.11ac wireless 
module; Onboard dual 

chain, 10kV ESD 
protection on each RF 

port.

Gain 16 dBi 16 dBi 16 dBi

Output Power 27 dBm 30 dBm 31 dBm 1300mW

Polarization Dual Linear (V-pol, H-pol) Dual Linear (V-pol, H-pol) Dual Linear (V-pol, H-pol)

Beamwidth
H-Plane, typ. 25 °,  
E-Plane, typ. 25 °

H-Plane, typ. 25 °,  
E-Plane, typ. 25 °

H-Plane, typ. 28 °,  
E-Plane, typ. 28 °

VSWR 1.7:1 1.7:1 1.5:1

Wireless Modes Wireless Client or Bridge Wireless Client or Bridge AP/Wireless Client/Bridge

CPU AR9344 600MHz AR9344 600MHz QCA9557 720MHz

Memory
64MB DDR2  SDRAM 

onboard memory
64MB DDR2  SDRAM 

onboard memory 128MB DDR2

Network Interface (1)  10/100 Ethernet port
(1)  10/100 Ethernet port                           

(1) USB 2.0 Port

(1) 10/100/1000 Gigabit 
Ethernet port   

(1) USB 2.0 Port

Power Required

PoE in: 8-32V DC 
Packaged with 24V DC 

0.38A power adapter and 
passive PoE injector

PoE in: 5-30V DC
Packaged with 24V DC 

0.8A power
adapter and passive PoE

injector

15-60V DC, 802.3af/at 
supported (Mode B. 

requires crossover cable)
Packaged with 24V DC 

0.8A power adapter and 
passive PoE injector

Dimension 140x140x56mm 140x140x56mm 140x140x56mm

Max Power Consumption 8W at 24V 11W at 24V 12W

Operating System
MikroTik RouterOS, 

Level3 license
MikroTik RouterOS, 

Level3 license
MikroTik RouterOS, 

Level4 license

Includes

SXT wireless device with 
integrated antenna, pole 

mounting bracket, 
mounting ring,

PoE injector, 24V 0.38A 
power adapter

SXT wireless device with 
integrated antenna, pole 

mounting bracket, 
mounting ring,

PoE injector, 24V 0.8A 
power adapter

SXT wireless device with 
integrated antenna, pole 

mounting bracket, 
mounting ring, PoE

injector, power adapter

Uses
Point to Point

link, or connect to an AP
Point to Point

link, or connect to an AP Point to Point
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Outdoor Antenna with 5GHz 
Built-In Wireless Router

HV-90° HV-24°HV 90° H-16,8° V-22,8

Outdoor Sector 
5Ghz

RBSXTG-5HPnD-
SAr2                         

(SXT SA5)
RBSXTG-5HPacD-SA                                                   

(SXT SA5 ac)

RBSXTG-5HPnD-
HGr2                      

(SXT HG5)

RBSXTG-5HPacD-
HGr2 

(SXT HG5 AC) RBSEXTANTG5HPnD

Frequency 5GHz 802.11a/n 5GHz 802.11a/n/ac 5GHz 802.11a/n 5GHz 802.11ac/a/n 5GHz 802.11a/n, 

Gain 14 dBi 13 dBi 17 dBi 18 dBi

Output Power 30 dBm 1000mW 31 dBm 1300mW 30 dBm 1000mW 30 dBm

Polarization
Dual Linear (V-pol, 

H-pol)
Dual Linear (V-pol, 

H-pol) Dual Linear (V-pol, H-pol)
Dual Linear, Vertical 

and Horizontal

Beamwidth
H-Plane 90° E-
Plane, typ 90°

H-Plane, typ. 90 °, 
E-Plane, typ. 90 ° H-Plane 24° E-Plane, typ 24°

H-Plane 16.8 °, 
E-Plane, 22.8 °

Wireless Modes
AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge AP/Wireless Client/Bridge

Wireless Client or 
Bridge

VSWR 1.43:1 1.5:1 1.43:1 1.6:1

CPU
AR9344

600MHz CPU
QCA9557 
720MHz

AR9344 
600MHz CPU

QCA9882
720MHz

Atheros AR9342 
600MHz

Memory 64MB DDR2 128MB DDR2 64MB DDR2 128MB DDR2
32MB DDR onboard 

memory

Network Interface

(1) 10/100/1000 
Gigabit Ethernet 

port   
(1) USB 2.0 Port 

type A

(1) 10/100/1000 
Gigabit Ethernet 

port    
(1) USB 2.0 Port

(1) 10/100/1000 Gigabit Ethernet port    
(1) USB 2.0 Port type A

(1) 100/1000Mbps 
Gigabit RJ45 port

Power Required

PoE in: 8-30V DC
Packaged with 24V 

DC 0.8A power 
adapter and passive 

PoE injector

15-60V DC, 
802.3af/at 

supported (Mode B. 
requires crossover 

cable)
Packaged with 24V 

DC 0.8A power 
adapter and passive 

PoE injector

PoE in: 8-30V DC
Packaged with 24V DC 0.8A power 
adapter and passive PoE injector

PoE in: 8-30V DC on 
Ether1 (Non 

802.3af)

Dimension 140x140x56mm 40x140x56mm 140x140x56mm
Ø250mm, height 

90mm

Max Power 
Consumption 7W 12W 11W at 24V 11W at 24V

Operating System
MikroTik RouterOS, 

Level4 license
MikroTik RouterOS, 

Level4 license MikroTik RouterOS, Level4 license
MikroTik RouterOS, 

Level3 license

Includes

SXT wireless device 
with integrated 
antenna, pole 

mounting bracket, 
mounting ring, PoE
injector, 24V 0.3A 

power adapter

SXT wireless device 
with integrated 
antenna, pole 

mounting bracket, 
mounting ring, PoE

injector, power 
adapter

SXT wireless device with integrated 
antenna, pole mounting bracket, 

mounting ring, PoE injector, 24V 0.3A 
power adapter

SEXTANTG5PHnD, 
mounting kit, PoE

injector, power 
adapter

Use Access Point, Bridge Access Point, Bridge Access Point, Bridge CPE or Bridge
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Outdoor Omni Antenna with 
5Ghz Built-In Wireless Router

H-360° x V-7° Omni

Outdoor Sector 5Ghz RBOmniTIKU-5HnD RBOmnitikUPA-5HnD

Frequency 5GHz 802.11a/n 2x2 MIMO 5GHz 802.11a/n 2x2 MIMO

Gain 2* 7.5 dBi 2* 7.5 dBi

Output Power 26 dBm 400mW 26 dBm 400mW

Polarization

Two 7.5dBi (+/-1dBi) omni
with different polarities (ch0 

horizontal, ch1 vertical 
polarization)

Two 7.5dBi (+/-1dBi) omni 
with different polarities (ch0 

horizontal, ch1 vertical 
polarization)

Beamwidth H-Plane, 360° E-Plane 7° H-Plane, 360° E-Plane 7°

Wireless Modes AP/Wireless Client/Bridge AP/Wireless Client/Bridge

VSWR 1.5:1 1.5:1

CPU Atheros AR7241 400MHz Atheros AR7241 400MHz 

Memory
32MB DDR SDRAM onboard 

64MB onboard NAND 
32MB DDR SDRAM onboard  

64MB onboard NAND 

Network Interface

(5) 10/100 Mbit/s Ethernet 
ports              

(1) USB 2.0 Type A Port

(5)  10/100 Mbit/s Ethernet 
ports        

Ports 2-5 support PoE output . 
Max current 500mA per port                              

(1) USB 2.0 Type A Port

Power Required
Passive 9-30V PoE only. 16KV 

ESD protection on RF port
Passive 9-30V PoE only. 16KV 

ESD protection on RF port

Dimension 368x125x55mm 368x125x55mm

Max Power Consumption 9W 11W

Operating System
MikroTik RouterOS, Level4 

license
MikroTik RouterOS, Level5 

license

Includes

OmniTik U-5HnD, mounting 
loops, PoE injector, 24V 0.38A 

power adapter

OmniTik UPA-5HnD, mounting 
loops, PoE injector, 24V 2.5A 

power adapter

Use CPE, PtP or AP as sector CPE, PtP or AP as sector
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Outdoor 5Ghz Sector Antenna
with Wireless Router Built-In

H-120° x V-5° SectorH-120° x V-10° Sector

Outdoor Sector 5Ghz
RB921GS-5HPacD-15S

(mANTBox15s)
RB921GS-5HPacD-19S

(mANTBox19s)

Frequency
5.17 - 5.825 GHz 802.11ac,           

dual-chain
5.17 - 5.825 GHz 802.11ac,          

dual-chain

Gain 15 dbi 19 dbi

Output Power 31dBm 31dBm

Polarization Vertical and horizontal Vertical and horizontal

Beamwidth
120 deg (azimuth) 10 deg

(elevation)
120 deg (azimuth) 5 deg

(elevation)

Wireless Modes AP/Wireless Client/Bridge AP/Wireless Client/Bridge

VSWR 1.43 typ, 1.8 max 1.43 typ, 1.8 max

CPU
Single core QCA9557 

720 MHz
Single core QCA9557 

720 MHz

Memory
128 MB DDR2 
128 MB NAND

128 MB DDR2 
128 MB NAND

Network Interface

(1) 10/100/1000 Ethernet 
ports

(1) SFP cage

(1) 10/100/1000 Ethernet 
ports

(1) SFP cage

Power Required
jack: 8-30 V DC, PoE in: 8-30 V 

DC
jack: 8-30 V DC, PoE in: 8-30 V 

DC

Dimension 140 x 348 x 82 mm 152 x 598 x 78 mm

Max Power Consumption 13 W 13 W

Operating System
MikroTik RouterOS, Level 4 

license
MikroTik RouterOS, Level 4 

license

Includes

compatible with the SXT type 
mount, so you can use it with 

our durable and adjustable 
QuickMount systems. It comes 

with quickMOUNT PRO 
included. 

comes with metallic U bolt 
type mounts.

Use
sector antennas with wireless 

router built right in
sector antennas, with wireless 

router built right in
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Outdoor 5Ghz Panel Antenna
with Wireless Router Built-In

HV-10,5° Panel

Outdoor Sector 5Ghz
RB911G-5HPnD-QRT 

(QRT 5)
RB911G-5HPacD-QRT

(QRT 5ac)

Frequency 5GHz 802.11a/n 5GHz 802.11ac/a/n

Gain 23 dBi 24 dBi

Output Power 30 dBm

Polarization Dual Linear (V-pol, H-pol)

Beamwidth H-Plane 10.5° E-Plane 10.5°

Wireless Modes AP/Wireless Client/Bridge

VSWR 1.37 : 1

CPU Atheros AR9342 600MHz QCA9882-BR4A-R 720MHz

Memory
64MB DDR onboard 

128MB NAND
128MB DDR onboard, 128MB 

NAND

Network Interface (1) 100/1000 Mbit RJ45 Gigabit port 

Power Required Passive PoE in: 8-30V DC on Ether1 (Non 802.3af)

Dimension 309x320x50mm

Max Power Consumption 11W at 24V

Operating System MikroTik RouterOS, Level4 license

Includes

QRT wireless device, precision mounting bracket, U bolts, pole 
clamp, screw kit,

24V 0.8A power adapter, Gigabit PoE injector

Use Access Point, Bridge
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Outdoor 5 GHz Dish Antenna
with Wireless Radio Built-In

H-8° V-8°

Outdoor Sector 5Ghz
RBDynaDishG-5HacD             

(DynaDish5)

Frequency 5GHz 802.11ac/a/n dual-chain

Gain 25dBi

Polarization Dual Linear (V-pol, H-pol)

Beamwidth H-Plane 8° E-Plane 8°

Wireless Modes AP/Wireless Client/Bridge

CPU QCA9557-AT4A-R 720MHz

Memory 128MB DDR onboard 128MB NAND

Network Interface (1) 1000 Mbit RJ45 Gigabit port 

Power Required
11V - 60V passive PoE or 802.3af/at with 

unshielded cable

Dimension Ø 404mm, height 175mm (without mount)

Max Power Consumption 16W

Operating System MikroTik RouterOS, Level3 license

Includes

DynaDish device, precision mounting 
bracket, U bolts Pole Mount Kit, screw kit,

24V 0.8A power adapter, Gigabit PoE
injector

Use Long Distance Point-to-Point Bridge30



5 GHz Basestation Radio without Antenna

Basestation 5 
Ghz

RB912UAG-
5HPnD-OUT 
(BaseBox 5)

RB911G-
5HPacD-NB  
(NetBox 5)

RB921UAGS-
5SHPacD-NM 
(NetMetal 5)    

RB921UAGS-
5SHPacT-NM 
(NetMetal 5)    

RB922UAGS-
5HPacD-NM 
(NetMetal 5)    

RB922UAGS-
5HPacT-NM 
(NetMetal 5)    

Frequency 5GHz 802.11a/n 5GHz  802.11ac 5GHz 802.11ac 5GHz 802.11ac 5GHz 802.11ac 5GHz 802.11ac

Max TX Power 30 dBm 30 dBm
2000mW 
(33dBm)

2000mW 
(33dBm) 31 dBm

2000mW 
(33dBm)

Antena
Connector Type

(2) RP-SMA 
Female 

Connectors 
(outside thread) 

to connect 
external antena

(2) RP-SMA 
Female (outside 

thread) 
Connectors

(2) RP-SMA 
Female 

Connectors 
(outside thread) 

to connect 
external antena

(3) RP-SMA 
Female 

Connectors 
(outside thread) 

to connect 
external antena

(2) RP-SMA 
Female 

Connectors 
(outside thread) 

to connect 
external antena

(3) RP-SMA 
Female 

Connectors 
(outside thread) 

to connect 
external antena

Wireless Modes
AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge

AP/Wireless 
Client/Bridge

CPU
Atheros AR9342 

600MHz
QCA9557 
720MHz

QCA9557 
720MHz

QCA9557 
720MHz

QCA9557 
720MHz

QCA9557 
720MHz

Memory
64MB DDR 

onboard memory 128MB DDR
128MB DDR2 

onboard memory
128MB DDR2 

onboard memory
128MB DDR2 

onboard memory
128MB DDR2 

onboard memory

Network 
Interface

(1) 1000Mbit 
Gigabit RJ45 port                     
(1) miniPCIe slot 

for adding a 
802.11 wireless 

card or 3G (using 
3G disables the 

USB port),                                                             
(1) USB 2.0 port                                                    

(2) RP-SMA 
connectors

(1) 1000 Mbit 
RJ45 Gigabit port 

(1) 10/100/1000 
Gigabit Ethernet 

port                                           
(1) 1.25G SFP 

Cage                                                    
(1) USB 2.0 Port

(1) 10/100/1000 
Gigabit Ethernet 

port                                           
(1) 1.25G SFP 

Cage                                                    
(1) USB 2.0 Port                                          

(1) 10/100/1000 
Gigabit Ethernet 

port                                           
(1) 1.25G SFP 

Cage                                                    
(1) USB 2.0 Port                                          

(1) MiniPCIe slot, 
SIM slot (requires 
3g miniPCIe card)

(1) 10/100/1000 
Gigabit Ethernet 

port                                           
(1) 1.25G SFP 

Cage                                                    
(1) USB 2.0 Port                                          

(1) MiniPCIe slot, 
SIM slot (requires 
3g miniPCIe card)

Power Required

PoE: 8-30V DC on 
Ether1 (Non 

802.3af). 
Consumption: 

14W at 24V

Passive PoE in: 8-
30V DC on Ether1 

(Non 802.3af)

PoE in: 8-30V DC 
on Ether1 (Non 

802.3af)

PoE in: 8-30V DC 
on Ether1 (Non 

802.3af)

PoE in: 8-30V DC 
on Ether1 (Non 

802.3af)

PoE in: 8-30V DC 
on Ether1 (Non 

802.3af)

Dimension 246x135x50mm 246x135x50mm 143x247x48mm 143x247x48mm 143x247x48mm 143x247x48mm
Max Power 
Consumption 14W at 24v 12W at 24V 21W 23W 17W 23W

Operating System

MikroTik 
RouterOS, Level4 

license

MikroTik 
RouterOS, Level4 

license

MikroTik 
RouterOS, Level4 

license

MikroTik
RouterOS, Level4 

license

MikroTik 
RouterOS, Level4 

license

MikroTik 
RouterOS, Level4 

license

Includes

RB912 outdoor 
unit, 24V 0.8A 

Power Adapter, 
PoE injector, 

mounting loop, 
DIN rail mount, 

monting ring

Netbox outdoor 
unit, PoE injector, 
mounting loop, 
DIN rail mount, 
mounting ring, 

24V 0.8A power 
adapter

R921 outdoor 
unit in solid 
aluminum 

enclosure, Power 
adapter 24V 1.2A, 

PoE injector, 
miniPCIe 

mounting screws, 
DIN rail mount, 

metal
monting ring, 2x 
plastic mounting 

loops

R921 outdoor 
unit in solid 
aluminum 

enclosure, Power 
adapter 24V 1.2A, 

PoE injector, 
miniPCIe

mounting screws, 
DIN rail mount, 

metal
monting ring, 2x 
plastic mounting 

loops

R922 outdoor 
unit in solid 
aluminum 

enclosure, Power 
adapter 24V 1.2A, 

PoE injector, 
miniPCIe

mounting screws, 
DIN rail mount, 

metal
monting ring, 2x 
plastic mounting 

loops

R922 outdoor 
unit in solid 
aluminum 

enclosure, Power 
adapter 24V 1.2A, 

PoE injector, 
miniPCIe

mounting screws, 
DIN rail mount, 

metal
monting ring, 2x 
plastic mounting 

loops

Uses
Access Point, 
Basestation Access Point

Access Point, 
Basestation

Access Point, 
Basestation

Access Point, 
Basestation

Access Point, 
Basestation
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Professional Class Dish Antenna
Connects to any Wireless Radio

MTAD-5G-30D3-PA            
(mANT30 PA)

MTAD-5G-30D3
(mANT30)

Frequency 4.7-5.875 GHz 4.7-5.875 GHz

Gain 30 dBi 30 dBi

Polarization Vertical and Horizontal Vertical and Horizontal

Beamwidth 3 deg 3 deg

VSWR ≤ 1.4 typ, ≤ 1.8 max ≤ 1.4 typ, ≤ 1.8 max

Impedence 50 ohms 50 ohms

Front-to-Back 
Ratio >30 dB >30 dB

Cross Polarization >40 dB >40 dB

Elevation 
adjustment range (+/- 15 deg) (+/- 20 deg)

Connector
2x RP-SMA Female (outside 

thread)
2x RP-SMA Female (outside 

thread)

Diameter and 
Depth 70 x 45cm 70 x 45cm

Reflector Aluminum Aluminum

Wind Survivability 201 kph 201 kph

Power Rating 100W 100W

Includes

Antennas come packaged 
with all

necessary accessories and 
cables including Precision 

alignment mount.            
Wireless Radio Not Included.                                

Antennas come packaged 
with all

necessary accessories and 
cables.    

Wireless Radio Not Included.                                  

Use

can be used for
any pole mounted wireless 
device due to the adequate 

length of the included 
FlexGuide cable.

can be used for
any pole mounted wireless 
device due to the adequate 

length of the included 
FlexGuide cable.

MTRADC

Radome Cover Kit 
for mANT 30dBi 

parabolic antennas

Sleeve30

Radom with 
collar for 
mANT30
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5GHz Sector Antenna
Connects to any Wireless Radio

H-120°x V-10° H-120°x V-10°

MTAS-5G-15D120                                                                 
(mANT 15S)

MTAS-5G-19D120                                                                 
(mANT 19S)

Frequency 5.17 - 5.825 GHz 5.17 - 5.825 GHz

Gain 15 dBi 19 dBi

Polarization Vertical and Horizontal Vertical and Horizontal

Beamwidth
120 deg (azimuth) 10 deg

(elevation)
120 deg (azimuth) 5 deg

(elevation)

VSWR 1.43 typ, 1.8 max 1.43 typ, 1.8 max

Front-to-Back Ratio >30 dB >30 dB

Cross Polarization >30 dB >30 dB

Connector
2x RP-SMA Female (outside 

thread)
2x RP-SMA Female (outside 

thread)

Diameter and Depth 140 x 348 x 82 mm 152 x 598 x 78 mm

Wind Survivability 201 kph 201 kph

Includes
metallic U bolt type mounts.
Wireless Radio Not Included.                                

metallic U bolt type 
mounts.

Wireless Radio Not Included.                                

Use

perfect companion for the 
BaseBox, NetBox, NetMetal

or any other outdoor 
wireless device.

perfect companion for the 
BaseBox, NetBox, NetMetal

or any other outdoor 
wireless device.
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RouterBoards RB411 Series
(Board with 1-mini PCI Slot to 

Create Wireless Router)

Board to build 
AP & CPE 
Devices RB411L RB411 RB411U RB411AR RB411AH RB411GL

CPU

Atheros 
AR7130 
300MHz

Atheros AR7130 
300MHz

Atheros AR7130 
300MHz

Atheros AR7130 
300MHz

Atheros AR7161 
680MHz

Atheros AR7161 
680MHz

Memory 32 MB DDR 32 MB DDR
64 MB DDR 

SDRAM
32 MB DDR 

SDRAM
64MB DDR 

SDRAM
64MB DDR 

SDRAM

Storage
64MB onboard 

NAND
64MB onboard 

NAND
64MB onboard 

NAND
64MB onboard 

NAND
64MB onboard 

NAND
64MB onboard 

NAND

Interfaces

(1) 10/100 
Mbit/s  

ethernet port                      
(1) MiniPCI

slot                                                    

(1) 10/100 
Mbit/s  ethernet

port                      
(1) MiniPCI slots                                                     
(1) DB9 RS232C 

serial port     

(1) 10/100 
Mbit/s  ethernet

port                     
(1) MiniPCI slot                                                      

(1) MiniPCIe slot 
for 3G modem                                           

(1) USB 2.0 type 
A with 5V 1A 

supply                   
(1) DB9 RS232C 

serial port 

(1) 10/100 
Mbit/s  ethernet

port                       
(1) MiniPCI slots                                                     
(1) DB9 RS232C 

serial port                             
Integrated 

Wireless  2,4 GHz 
802.11b/g                                       
(1) MMCX 

connector for 
wireless antena

(1) 10/100 
Mbit/s  ethernet

port                      
(1) MiniPCI slots                                                     
(1) DB9 RS232C 

serial port     

(1) 10/100/1000 
Gigabit ethernet

port                      
(1) MiniPCI slots                                                    
(1) USB 2.0 type 

A with 5V 1A 
supply                        

(1) DB9 RS232C 
serial port     

Power 
Required

PoE: 8-28V DC 
on Ether1 

(Non 802.3af)

Power over 
Ethernet: 10..28V 

DC                     
Power jack: 
10..28V DC

Power over 
Ethernet: 10..28V 

DC                     
Power jack: 
10..28V DC

Power over 
Ethernet: 10..28V 

DC                    
Power jack: 
10..28V DC

Power over 
Ethernet: 10..28V 

DC                 
Power jack: 
10..28V DC

PoE: 8 to 28V DC 
on Eth 1 (Non 

802.3af)                         
Power jack: 
8..30V DC

Dimension
10.5 cm x 10.5 

cm
10.5 cm x 10.5 

cm
10.5 cm x 10.5 

cm
10.5 cm x 10.5 

cm
10.5 cm x 10.5 

cm
10.5 cm x 10.5 

cm

Max Power 
Consumption

1,4W board 
only, 10W 

available to 
minIPCI card

3W without 
miniPCI card,                     

maximum – 12 W

3W without 
miniPCI card,                     

maximum – 12 W

3W without 
miniPCI card,                     

maximum – 12 W

3W without 
miniPCI card,                     

maximum – 12 W

1,4W board only, 
10W available to 

minIPCI card

Operating 
System

Router OS 
Level 3 license

Router OS Level 3 
license

Router OS Level 3 
license

Router OS Level 4 
license

Router OS Level 4 
license

Router OS Level 4 
license

Options Not 
Included

Passive 24V 
PoE  Injector                                     
MIK-HS24-
2400, MIK-
HC24-2400                                                                                                          

Wireless PCI 
Cards   R52H, 

R52HN, 
R52NM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, 
MIK-24HPOW                                                                   
Wireless PCI 
Cards   R52H, 

R52HN, R52NM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM                                                         
MMCX Antena
MIK-ACSWIM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM
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RouterBoards RB433 Series
(3-mini PCI slots to Create 2-

Sectors & Backbone)

Board to build AP 
devices RB433 RB433UL RB433AH RB433GL

CPU
Atheros AR7130 

300MHz
Atheros AR7161 

300MHz
Atheros AR7161 

680MHz 
Atheros AR7161 

680MHz 

Memory
64MB DDR 

SDRAM
64MB DDR 

SDRAM
128MB DDR 

SDRAM
128MB DDR 

SDRAM

Storage
64MB onboard 

NAND
64MB onboard 

NAND

64MB onboard 
NAND + MicroSD 

Slot
64MB onboard 

NAND

Interfaces

(3) 10/100 Mbit/s 
ethernet ports                    

(3)  MiniPCI Slots                                                        
(1) DB9 RS232C 

serial port    

(3) 10/100 Mbit/s 
ethernet ports                    

(3)  MiniPCI Slots                                                        
(1) USB 2.0 type A 
with 5V 1A supply 

(1) RS232 Serial 
Port

(3) 10/100 Mbit/s 
ethernet ports                    

(3)  MiniPCI Slots                                                        
(1) DB9 RS232C 

serial port    

(3) 10/100/1000 
Mbit/s ethernet 

ports                    
(3)  MiniPCI Slots                                           
(1) USB 2.0 type A 
with 5V 1A supply                                                     

(1) DB9 RS232C 
serial port    

Power Required

Power over 
Ethernet: 10..28V 

DC                     
Power jack: 
10..28V DC

Power over 
Ethernet: 10..28V 

DC                      
Power jack: 
10..30V DC

Power over 
Ethernet: 10..28V 

DC                      
Power jack: 
10..28V DC

Power over 
Ethernet: 10..28V 

DC                      
Power jack: 
10..30V DC

Dimension 10.5 cm x 15 cm 10.5 cm x 15 cm 10.5 cm x 15 cm 10.5 cm x 15 cm

Max Power 
Consumption

3W without 
extension cards, 

max 25 W

2W board only, 
14W available to 

minIPCI cards

~3W without 
extension cards, 

maximum – 25 W, 
16W output to 

cards

2W board only, 
14W available to 

minIPCI cards

Operating System
Router OS Level 4 

license
Router OS Level 4 

license
Router OS Level 5 

license
Router OS Level 5 

license

Options Not 
Included

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM

Passive 24V PoE  
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400                                       
Power Adapter 

MIK-24POW, MIK-
24HPOW                                                                   

Wireless PCI 
Cards   R52H, 

R52HN, R52NM

36



RouterBoard RB435 Series
(5-mini PCI Slots to Create 
4-Sectors and a Backbone)

Board to build Backbone RB435G

CPU Atheros AR7161 680MHz

Memory 256MB DDR SDRAM

Storage NAND memory chip and microSD slot

Interfaces

(3) 10/100/1000 Gigabit Ethernet ports                      
(5) miniPCI slots                                                      

(2) USB 2.0 ports with (5V 1A supply)    
(1) DB9 RS232C serial port

Power Required
PoE: 8-28V DC on Ether1 (Non 802.3af). Jack: 

8-30V DC

Dimension 105 mm x 154 mm

Max Power Consumption

~4.5W without extension cards                       
19W without any cooling, up to 40W with 

active cooling

Operating System Router OS Level 5 license

Options Not Included

Passive 24V PoE Injector                                     
MIK-HS24-2400, MIK-HC24-2400                                       

Power Adapter MIK-24POW, MIK-24HPOW                                                                   
Wireless PCI Cards   R52H, R52HN, R52NM                    

Indoor Case MIK-CA435
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RouterBoards 450 & 850 Series
(5-Port Wired Routers)

5-Port Ethernet 
Router RB450 RB450G RB850Gx2

CPU
Atheros AR7130 (1-Core 

300MHz)
Atheros AR7161 (1-Core 

680MHz) 
P1023 (Dual core

533MHz)

Memory 32MB DDR SDRAM 256MB DDR SDRAM 512MB DDR3 667MHz

Storage NAND memory chip
NAND memory chip +

microSD slot on back side
512MB NAND + microSD

slot

Interfaces

(5) 10/100 Mbit/s Ethernet 
ports                  

(1) One DB9 RS232C serial 
port

(5) 10/100/1000 Mbit/s 
Gigabit ports                   

(1) One DB9 RS232C 
serial port

(5) 10/100/1000 Mbit/s 
Gigabit ports                      

(1)  DB9 RS232C serial 
port

Power 

PoE In: 8-28V DC on Ether1 
(Non

802.3af). Jack: 8-30V DC

PoE In: 8-28V DC on 
Ether1 (Non

802.3af). Jack: 8-30V DC

Passive PoE: 8-28V DC on 
Ether1 (Non 802.3af). 

Jack: 8-28V DC

Dimension 90mm x 115mm 90mm x 115mm 90mm x 115mm

Max Power 
Consumption board only 3-4W board only 3-4W 8 W

Operating System Router OS Level 5 license Router OS Level 5 license Router OS Level 5 license

Options Not 
Included

Passive 24V PoE Injector                                     
MIK-HS24-2400, MIK-HC24-

2400                                       
Power Adapter MIK-24POW, 

MIK-24HPOW                                                                   
Indoor Case MIK-RB450CASE

Passive 24V PoE Injector                                     
MIK-HS24-2400, MIK-

HC24-2400                                       
Power Adapter MIK-

24POW, MIK-24HPOW                                                                   
Indoor Case MIK-

RB450CASE

Passive 24V PoE Injector                                     
MIK-HS24-2400, MIK-

HC24-2400                                       
Power Adapter MIK-

24POW, MIK-24HPOW                                                                   
Indoor Case MIK-

RB450CASE
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RouterBoard 493 Series
(3 MiniPCI + 9 EtherPorts for 

Hotspot Router + Switch)

Hotspot Router + Switch RB493AH RB493G

CPU Atheros AR7161 680MHz Atheros AR7161 680MHz

Memory 128MB DDR SDRAM 256MB DDR SDRAM

Storage 64MB onboard NAND
128MB onboard NAND + 

MicroSD slot

Interfaces

(9) 10/100 Mbit/s Ethernet 
ports                    

(3) miniPCI slots                                                   
(1)  DB9 RS232C serial port

(9) 10/100/1000 Mbit/s 
Ethernet ports                      

(3) miniPCI slots                                                   
(1)  DB9 RS232C serial port                         

(1) Unpowered USB 2.0 
Port

Power 
Passive PoE in: 10..28V DC 

Power jack: 10..28V DC
Passive PoE in: 10..28V DC 

Power jack: 10..28V DC

Dimension 105mm x 160mm 105mm x 160mm

Max Power Consumption
~3W without extension 
cards, maximum – 16 W

~3W without extension 
cards, maximum – 25 W

Operating System Router OS Level 5 license Router OS Level 5 license

Options Not Included

Passive 24V PoE Injector                                     
MIK-HS24-2400, MIK-

HC24-2400                                       
Power Adapter MIK-

24POW, MIK-24HPOW                                                                   
Indoor Case MIK-CA493

Passive 24V PoE Injector                                     
MIK-HS24-2400, MIK-

HC24-2400                                       
Power Adapter MIK-

24POW, MIK-24HPOW                                                                   
Indoor Case MIK-CA493
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RouterBoard 800 Series
(Multi Interfaces to create High 

Power Wireless Router)

Multi-Function Board RB800

CPU MPC8544 800MHz

Memory 256MB DDR2 SDRAM

Storage
NAND memory chip + Compact Flash 

slot

Interfaces

(3) 10/100/1000 Mbit/s Ethernet ports                 
(4) miniPCI

(1) miniPCI-e                                                           
(1) regular PCI daughterboard port            

(1) PCI-e daughterboard port                            
(1) DB9 RS232C serial port

Power 

Power over Ethernet: 36-56V DC 
(802.3af/at compatible)
Power jack: 10-57V DC

Dimension 14 cm x 20 cm

Max Power Consumption 25W

Operating System Router OS Level 6 license

Options Not Included

Active 802.3af/at PoE Injector                                                                           
Power Adapter MIK-24POW, MIK-

24HPOW , MIK-48POW                                  
mini PCI R5SHpn, R52H, R52nM, R52N                       

PCI RB502, RB604                                                      
Indoor Case MIK-CA800
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RouterBoard 911 Series
(Boards with One Integrated 

Wireless Card)

Wireless Router 
with integrated 
wireless cards RB911-2Hn RB911-5Hn RB911-5HnD RB911G-2HPnD RB911G-5HPnD RB911G-5HPacD

Band 2.4 GHz 5 GHz 5 GHz 2.4 GHz 5 GHz 5 GHz

Wireless

integrated 
802.11b/g/n                                        

1x MMCX 
connectors

integrated 
802.11a/n                                     
1x MMCX 

connectors

integrated 
802.11a/n                                     
2x MMCX 

connectors

integrated 
802.11b/g/n                                  

2x MMCX 
connectors

integrated 
802.11a/n                                     
2x MMCX 

connectors

integrated 
802.11a/n/ac                                    

2x MMCX 
connectors

Max TX power 24dBm 23dBm 26dBm 30dBm 30dBm 31dBm

CPU
Atheros AR9344  

600MHz AR9344 600MHz AR9344 600MHz AR9342 600MHz AR9342 600MHz

Qualcomm 
Atheros 

QCA9557  
720 MHz

Memory 64 MB DDR2 64 MB DDR2 64 MB DDR2 32MB DDR 32MB DDR 128 MB DDR2

Storage 16MB SPI 16MB SPI 128 MB NAND 128MB NAND 128MB NAND 128MB NAND

Antena Chains 1 1 2 2 2 2

Interfaces

(1) 10/100 
Mbit/s ethernet 

port

(1) 10/100 
Mbit/s ethernet

port

(1) 10/100 
Mbit/s ethernet 

port

(1) 10/100/1000 
Gigabit ethernet

port

(1) 10/100/1000 
Gigabit ethernet 

port

(1) 10/100/1000 
Gigabit ethernet 

port

Power Required

PoE: 8 to 30V DC 
on Eth 1 (Non 

802.3af)

PoE: 8 to 30V DC 
on Eth 1 (Non 

802.3af)

PoE: 8 to 30V DC 
on Eth 1 (Non 

802.3af)

PoE: 8 to 30V DC 
on Eth 1 (Non 

802.3af)                         
Power jack: 
8..30V DC

PoE: 8 to 30V DC 
on Eth 1 (Non 

802.3af)                         
Power jack: 
8..30V DC

PoE: 8 to 30V DC 
on Eth 1 (Non 

802.3af)                         
Power jack: 
8..30V DC

Max Power 
consumption 4W 5W 7W 11W 11W 12W

Dimension 105x105mm 105x105mm 105x105mm 105x105mm 105x105mm 105x105mm

Operating 
System

Router OS Level 
3 license

Router OS Level 
3 license

Router OS Level 
3 license

Router OS Level 
3 license

Router OS Level 
3 license

Router OS Level 
3 license

Options Not 
Included

Indoor Case: 
MIK-CA411                                      

MMCX Antena
MIK-ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400    

Indoor Case: 
MIK-CA411                                      

MMCX Antena 
MIK-ACSWIM                 

Passive 24V PoE  
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400    

Indoor Case: 
MIK-CA411                                      

MMCX Antena
MIK-ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400    

Indoor Case: 
MIK-CA411                                      

MMCX Antena
MIK-ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400          
Power Adapter 

MIK-24POW, 
MIK-24HPOW      

Indoor Case: 
MIK-CA411                                      

MMCX Antena
MIK-ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400          
Power Adapter 

MIK-24POW, 
MIK-24HPOW      

Indoor Case: 
MIK-CA411                                      

MMCX Antena
MIK-ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, 
MIK-HC24-2400          
Power Adapter 

MIK-24POW, 
MIK-24HPOW      
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RouterBoard 9xx Series
(Boards with One Integrated 

Wireless Card + Multiple Interfaces)

Wireless Router with 
integrated wireless RB912UAG-2HPnD RB912UAG-5HPnD RB922UAGS-5HPacD RB953GS-5HnT-RP

Band 2,4GHz 5GHz 5GHz 5GHz

Wireless
integrated 802.11b/g/n                                         
2x MMCX connectors

integrated 802.11a/n                                         
2x MMCX connectors

integrated 802.11ac                                      
2x MMCX connectors

integrated 802.11a/n                                         
3x RPSMA connectors

Max TX power 30 dBm 30 dBm 30 dBm 32 dBm

CPU
Atheros AR9342 

600MHz
Atheros AR9342 

600MHz
QCA9557 720MHz 
network processor QCA9558 720MHz

Memory 64MB DDR2 64MB DDR2 128MB DDR2 128MB DDR2

Storage 64MB NAND 64MB NAND 128MB NAND 128MB NAND

Antena Chains 2 2 2 3

Interfaces

(1) 10/100/1000 
Mbit/s Ethernet ports              

(1) USB 2.0 port                                                   
(1) miniPCIe slot for 

802.11 or 3G

(1) 10/100/1000 
Mbit/s Ethernet ports 

(1) USB 2.0 port                                                   
(1) miniPCIe slot for 

802.11 or 3G

(1) 10/100/1000 
Mbit/s Ethernet ports                  

(1) SFP Slot 
(1) USB 2.0 port                                                   

(1) miniPCIe slot for 
802.11 or 3G

(3) 10/100/1000 
Mbit/s Ethernet ports                  

(2) SFP Slots                                                        
(2) MiniPCI-e slots and 

(2) SIM slots                                            
(1) USB 2.0 port                                                                        

(1)  DB9 RS232C serial 
port

Power Required

Passive PoE-in: 8-30V 
DC on Ether1 (Non 

802.3af) 

Passive PoE-in: 8-30V 
DC on Ether1 (Non 

802.3af) 

Passive PoE-in: 8-30V 
DC on Ether1 (Non 

802.3af)

PoE in: 8-30V, Power 
jack: 8-30V DC (Non 

802.3af)

Max Power 
consumption 14W at 24V 14W at 24V 17W 25W

Dimension 105x105mm 105x105mm 105x105mm 183x105x24mm

Operating System
Router OS Level 4 

license
Router OS Level 4 

license
Router OS Level 4 

license
Router OS Level 5 

license

Options Not Included

Indoor Case: MIK-
CA411                                      

MMCX Antena MIK-
ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, MIK-
HC24-2400    

Indoor Case: MIK-
CA411                                      

MMCX Antena MIK-
ACSWIM                 

Passive 24V PoE  
Injector                                     

MIK-HS24-2400, MIK-
HC24-2400    

Indoor Case: MIK-
CA411                                      

MMCX Antena MIK-
ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, MIK-
HC24-2400                     

Optical Modules S-
85DLC05D, S-

31DLC20D, S-RJ01

Indoor Case: MIK-
CA433U                                      

MMCX Antena MIK-
ACSWIM                 

Passive 24V PoE
Injector                                     

MIK-HS24-2400, MIK-
HC24-2400        Optical 
Modules S-85DLC05D, 

S-31DLC20D, S-RJ0142



MikroTik Router OS

RouterOS Available for x86 PCs, RouterBoards

License Level 
number

3 (WISP CPE) 4 (WISP) 5 (WISP) 6 (Controller)

Initial Config
Support

- 15 days 30 days 30 days

Wireless AP - yes yes yes

Wireless Client and 
Bridge

yes yes yes yes

RIP, OSPF, BGP 
protocols

yes(*) yes yes yes

EoIP tunnels unlimited unlimited unlimited unlimited

PPPoE tunnels 200 200 500 unlimited

PPTP tunnels 200 200 500 unlimited

L2TP tunnels 200 200 500 unlimited

OVPN tunnels 200 200 unlimited unlimited

VLAN interfaces unlimited unlimited unlimited unlimited

HotSpot active 
users

1 200 500 unlimited

RADIUS client yes yes yes yes

Queues unlimited unlimited unlimited unlimited

Web proxy yes yes yes yes

User manager 
active sessions

10 20 50 Unlimited

Number of KVM 
guests

Unlimited Unlimited Unlimited Unlimited
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MikroTik Router OS for Virtual 
Machines

RouterOS version meant for running as a virtual machine. 
supports x86 64-bit architecture

Cloud Hosted Router
Router OS for Virtual 
Machine

CHR Free CHR P1 CHR-P10 CHR-Unlimited

Speed Limit per 
interface

1Mbit 1Gbit 10Gbit Unlimited

Initial Config Support - 15 days 30 days 30 days

Wireless AP - yes yes yes

Wireless Client and 
Bridge

yes yes yes yes

RIP, OSPF, BGP 
protocols

yes(*) yes yes yes

EoIP tunnels unlimited unlimited unlimited unlimited

PPPoE tunnels 200 200 500 unlimited

PPTP tunnels 200 200 500 unlimited

L2TP tunnels 200 200 500 unlimited

OVPN tunnels 200 200 unlimited unlimited

VLAN interfaces unlimited unlimited unlimited unlimited

HotSpot active users 1 200 500 unlimited

RADIUS client yes yes yes yes

Queues unlimited unlimited unlimited unlimited

Web proxy yes yes yes yes

User manager active 
sessions

10 20 50 Unlimited

Number of KVM guests Unlimited Unlimited Unlimited Unlimited
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Accessories



Power Adapters

RBPOE-CON-HP
18POW                         
24POW 24HPOW 48POW

48 to 24V PoE Converter.  
use any 48V PoE source 
(including Passive
PoE, Telecom PoE, 
802.3af and 802.3at) to 
power RouterBOARD
devices.   provide high 
power output - up to 
24W (up
to 1A at 24V). 24V 0.8A Power Supply

High power 24V 1.6A 
power supply + power 

plug. 
48V 1.46A Power 

Adapter + Power plug 

5VUSB RBPOE RBGPOE

5V power injector cable for USB 
(RB/411UAHR and RB/493G). 5V 

power supply must be bought 
seperatly.

PoE adapter for powering passive 
PoE devices over Ethernet. Simply 

connect your power source and 
then use an ethernet cable to 

connect the injector to the 
RouterBOARD device. Reduces 

number of wires that lead up the 
tower.  Use with any 

RouterBOARD that supports 10-
28V PoE powering, input needs to 

be at least 18V

Gigabit PoE adapter for powering 
any RouterBOARD over Gigabit 
Ethernet. Simply connect your 
power source and then use an 
ethernet cable to connect the 
injector to the RouterBOARD

device. Reduces number of wires 
that lead up the tower.  Use with 

any RouterBOARD that supports 9-
48V PoE 46



Indoor Enclosures 
for RouterBoards

CA411 CA150 CA433U CA493 CA800

indoor case for 
RB411, RB711 

and RB91x 
series

aluminium 
indoor case 
that fits the 
RB450 and 

RB850 series 
devices

Aluminum
Indoor Case 
Fits RB433 

series products 
and also the 

RB953GS-
5HnT-RP

Black 
aluminium 
Indoor case 
Fits RB493 

series products

Black 
aluminium 

indoor case, 
Fits RB800
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SFP Modules

SFP Modules S-RJ01 S-85DLC05D S-31DLC20D S-3553LC20D

SFP Copper module Fiber SFP Fiber SFP

Pair 1.25G Modules                   
(1) S-35LC20D and         

(1) S-53LC20D 

Speed
10/100/1000M 

1.25G 1.25G 1.25G 1.25G

Distance 100m 550M 20 KM 20 KM

Mode NA Multi Mode Single Mode Single Mode

Connector Type RJ45 Dual LC, DDMI Dual LC, DDMI Dual LC, DDMI

Wavelength NA 850nm 1310nm

Tx1310nm/Rx1550n
m               

Tx1550nm/Rx1310n
m

SFP Modules S+85DLC03D S+31DLC10D S+2332LC10D

SFP Fiber SFP+ Fiber SFP+

Pair 10G Modules                   
(1) S+23LC10D and       

(1) S+32LC10D 

Speed 10G 10G 10G

Distance 300m 10 KM 10 KM

Mode Multi Mode Single Mode Single Mode

Connector 
Type Dual LC, DDMI Dual LC, DDMI Dual LC, DDMI

Wavelength 850nm 1310NM
Tx:1270nm Rx:1330nm                          
Tx:1330nm Rx:1270nm

S+DA0001 S+DA0003

1m direct attach 
cable, cost-

effective way to 
connect two 

SFP/SFP+ devices  
for very short 

distances

3m direct attach 
cable, cost-

effective way to 
connect two 

SFP/SFP+ devices  
for very short 

distances
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MiniPCI-e and Mini PCI 
Wireless Cards

R11e-2HnD R11e-2HPnD R11e-5HnD R11e-5HacD

Frequency 2 GHz 2 GHz 5 Ghz 5 Ghz

Wireless
802.11b/g/n                            

dual chain
802.11b/g/n                

dual chain
802.11a/n              
dual chain

802.11a/c                       
dual chain

Format MiniPCI-e MiniPCI-e MiniPCI-e MiniPCI-e

Output Power 800mW 1000mW 500mW 500mW

Connector Type 2x u.Fl 2x MMCX 2x MMCX 2x MMCX

R2SHPn R5SHPn R52nM R52H

Frequency 2 GHz 5 Ghz 2.4/5Ghz 2.4/5Ghz

Wireless
802.11b/g/n 
single chain

802.11a/n          
single chain

802.11a/b/g/n             
dual chain

802.11a/b/g 
single chain

Format MiniPCI MiniPCI MiniPCI MiniPCI

Output Power 1600mW 800mW 200mW 350mW

Connector Type MMCX connector MMCX connector 2x MMCX 1x u.Fl
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PCI-e Adaptors

RB14e RB14eU RB44Ge RB502 RB604

Description
4x miniPCI-e to 
PCI-e adapter

Adapter card 
for using four 

miniPCIe
wireless cards 

and 3G 
miniPCIe cards 
in a PC with a 

PCIe slot. Gives 
ability to use 
R11e wireless 
interfaces in 
conventional 
PC computers

Four 
10/100/1000T 

Gigabit 
Ethernet ports 

on a single 
card

Daughterboard 
with two mini 
PCI slots for 

RB800

Daughterboard 
with four mini 

PCI slots for 
RB800

Format PCI-express PCI-express PCI-express Daughterboard Daughterboard 

Includes

both low and 
regular profile 

brackets

low and 
regular profile 

brackets
long 4U 
bracket 
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Antenna and Cables

ACUFL ACMMCX ACMMCXRPSMA ACRPSMA (Flex-guide)

U.fl to Nfemale pigtail 
cable for adding external 

antennas 

MMCX-Nfemale pigtail 
cable Length of cable 

360mm 

MMCX to RPSMA 
pigtail,for adding second 

wireless interface to 
BaseBox2 or BaseBox5

low loss 50cm long 
RPSMA cable, suited for 
indoor and outdoor use. 
Operating Temp -55C to 

125C

ACSWI ACSWIM ACOMNIRPSMA

2.4-5.8GHz Swivel Antenna with 
cable and U.fl connector. 
Approximately 4dBi gain

2.4-5.8GHz Swivel Antenna with 
cable and MMCX connector. 

Approximately 4dBi gain

2.4Ghz 5dBi Outdoor Dipole 
antenna with RPSMA connector. 
Antennas are waterproof. attach 

two of those antennas on 
connectors of BaseBox2 to have 

2x2 MIMO 2.4Ghz AP
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Accessories

RBFTC11
(FTC)

Description
Fiber to Copper converter in an 

outdoor waterproof case, 

Input Power 12-57V Passive or 802.3af PoE 

Ethernet

One 10/100/1000Mbit 
ethernet connector with PoE

input support

SFP
One 1.25Gbit SFP Slot (SFP 

module not included) 

Includes PoE injector and power supply

Dimension 185x85x30 mm

RBWMK

RB2011 wall 
mount kit 

protects the 
cables from 

unplugging. Fits 
all standard 

RB2011 indoor 
cases. 

Quickmount
(QME)           

advanced wall 
mount adapter 
for large point to 
point and sector 
antennas

Quickmount
(QM)           

Quickmount
Pro (QMP)

Wallmount
adapter for up 
to 2 SXTs. 
possibility to 
turn antenna 
within 190°

possibility to 
turn antenna 
within 140°

both in 
horizontal and 
vertical plane 52
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